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 Time Correction VIDEO
Click to watch setup video. Be sure the computers Adobe Acrobat Reader and 
Flash player programs are up to date. If you are using a Mac be sure to use the 
Adobe Reader and not the Preview program. Adobe Reader can be downloaded for 
free at www.adobe.com. 
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 Mounting

237.6mm

114.9 mm
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 AdjustmentS & Ranges
3 Band Parametric
	 Q.................................................................................0.5 to 2 (0.5 steps)
	 Level...................................................................-6 to +6 dB (1 dB steps)
	 Bass Frequency................................ Fc = 30, 40, 50, 60, 80, 100, 125, 150 Hz
	 Mid................................................ Fc = 0.5, 0.75, 1.0, 1.5, 2.0, 3.0, 4.0, 5.0 kHz
	 Treble...................................................... Fc = 5, 6, 7.5, 10, 12.5, 15, 17.5 kHz

Digital Crossovers.................................................................................... 2-Way	
High Pass (@ -12 dB/oct)
	 F1................200, 220, 250, 280, 315, 360, 400, 450, 500, 560, 630, 710, 800, 900, 1k  
	 ............................1.2k, 1.4k, 1.6k, 1.8k, 2k, 2.2k, 2.5k, 2.8k, 3.2k, 3.6k, 4k, 4.5k, 5k Hz
	 F2.... 40, 50, 60, 70, 80, 90, 100, 110, 120, 130, 140, 150, 160, 170, 180, 190, 200 Hz
	 R...... 40, 50, 60, 70, 80, 90, 100, 110, 120, 130, 140, 150, 160, 170, 180, 190, 200 Hz
Low Pass (@ -12 dB/oct)
	 F2................200, 220, 250, 280, 315, 360, 400, 450, 500, 560, 630, 710, 800, 900, 1k 
	 ............................1.2k, 1.4k, 1.6k, 1.8k, 2k, 2.2k, 2.5k, 2.8k, 3.2k, 3.6k, 4k, 4.5k, 5k Hz 
	
	 .................................................................................. Normal (Full Range)
High Pass (@ -12 dB/oct)
	 F2.... 40, 50, 60, 70, 80, 90, 100, 110, 120, 130, 140, 150, 160, 170, 180, 190, 200 Hz
	 R...... 40, 50, 60, 70, 80, 90, 100, 110, 120, 130, 140, 150, 160, 170, 180, 190, 200 Hz

Subwoofer (@ -12/-24 dB/oct)
..................... 40, 50, 60, 70, 80, 90, 100, 110, 120, 130, 140, 150, 160, 170, 180, 190, 200 Hz 
 
General 
User Memory........................................................................................2 Presets
PC Control Interface.................................................................................... USB
Pre-amp Control............................................ Volume/Balance/Fader/Sub Level
Source Select.........................................................................HU (Factory)/AUX
Remote Turn-on................................................Automatic Input Signal Sensing
Turn-off Delay.................................................... .......30 seconds after power off



43

 Specifications

Main Unit
Factory Radio Input.......................4.1 Channel Input (Line or Differential Input)
	 BTL..................................................................................... 0.2 - 30 Vrms
	 Line.................................................................................... 0.2 - 4.0 Vrms
Auxilliary Input...................................................................................................1
	 Normal.............................................................................. 0.2 - 2.0 V rms
	 AFT = ON......................................................................... 0.4 - 4.0 V rms
Output.........................................................................6.1 Channel Line Outputs
	 Impedance.....................................................................................<600Ω
	 Voltage...................................................................................... 4.0 Vrms	
THD (all Channels)....................................................................< 0.1% @ 1 kHz
Separation.............................................................................................. > 60 dB 
SNR ('A' weighted)................................................................................. > 80 dB 
General 
Power Requirement...................................... 12.0 VDC (11 –16 VDC allowable)
Idle Current (sleep).................................................................................. < 5 mA
Operating Temperature.......................... : +14 °F to +140 °F (-10 °C to + 60 °C)
Dimensions (W x D x H)
  Main Unit (chassis only)................ 252 x 38 x 149 mm (10 x 1-1/2  x 5-7/8 in.)
Weight.........................................................................................1.0 kg/35.3 oz.

 	

Accessories

RUE-4266 Remote Control................................................................................. x 1
Power Supply Connector..................................................................................... x 1
Speaker Input Connector.................................................................................... x 1
Microphone.......................................................................................................... x 1
IR Remote Sensor............................................................................................... x 1
Battery, 3V (CR2025).......................................................................................... x 1
Owner's Manual................................................................................................... x 1
Imprint Setup CD................................................................................................. x 1

NOTES:
Due to continuous product improvements, specifications and design are subject to change without notice.
AntEQ™  and MultEQ®  are registered trademarks.
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 Typical SYSTEM DIAGRAMS

(L)

(R)

(L)

(R)(+)

(-)

FR ONT 1 FR

RCA OUTPUT AUTO RANGING
INPUT

INPUT

ONT 2 REAR SUBW OOFER

MIC
CLIP

AUX OFF ON
INPUT LEVELAUXL1 R1 L2 R2 S

AUX
PRIMARY
SOURCE

WIRED
REMOTE

INPUT
REMOTE
IR INPUT

PO WER SUPPL Y

Blue/White

L1

L2

R1

R2

S

White/Brown

Blue/White

Black

Yellow

Remote ON Cable

Remote Control Cable

Remote OUT Cable

Ground Cable

Battery Power Cable

To factory ampli�er turn-on lead or ignition
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To compatible Alpine AUX source

To External Ampli�er Remote ON Cable

Connect to a metal part of chassis 
body with a screw.

To External Ampli�er

To External Ampli�er

Subwoofer Output
Rear Output (L)
Rear Output (R)
Front 2 Output (L)
Front 2 Output (R)
Front 1 Output (L)
Front 1 Output (R)

NC
NC

Subwoofer Output
Rear Output (L)
Rear Output (R)
Front 2 Output (L)
Front 2 Output (R)

6 CH System with Subwoofer

2-Way System with Subwoofer

4 CH System with Subwoofer

NC
Front Left

NC OEM Head Unit
Front Right

NC

Full Range System

- +

Battery

* AUX Primary Source 
switch must be OFF for 
this system 

Please note when not 
bi-amping the front 

speakers, FRONT 2 is the 
set of outputs you use to 
go the the RCA inputs of 
the amp for mids & highs.

With a Full Range System tie 
L1 and L2 together for the left 
signal. For the right signal tie 
R1 and R2 together. 

G
re

y
Vi

ol
et

Vi
ol

et
/B

la
ck

G
ra

y/
Bl

ac
k

To OEM Right Channel

W
hi

te
/B

la
ck

G
re

en
/B

la
ck

W
hi

te
G

re
en

To OEM Left Channel

Typical OEM System



45

 Typical SYSTEM DIAGRAMS
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LIMITED WARRANTY
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ALPINE ELECTRONICS, INC.
Tokyo office; 1-1-8 Nishi Gotanda,

Shinagawa-ku, Tokyo 141-8501, Japan
Tel.: (03) 3494-1101

ALPINE ELECTRONICS OF AMERICA, INC.
19145 Gramercy Place, Torrance,

California 90501, U.S.A.
Tel.: 1-800-ALPINE1 (1-800-257-4631)

1-888-NAV-HELP (1-888-628-4357)

ALPINE ELECTRONICS OF CANADA, INC.
Suite 203, 7300 Warden Ave. Markham, Ontario

L3R 9Z6, Canada
Tel.: 1-800-ALPINE1 (1-800-257-4631)

ALPINE ELECTRONICS OF AUSTRALIA PTY. LTD.
6-8 Fiveways Boulevarde Keysborough Victoria 3173,

Australia
Tel.: (03) 9769-0000

ALPINE ELECTRONICS GmbH
Kreuzerkamp 7-11 40878 Ratingen, Germany

Tel.: 02102-45 50

ALPINE ITALIA S.p.A.
Via C.Colombo 8, 20090 Trezzano

Sul Naviglio MI, Italy
Tel.: 02-48 47 81

ALPINE ELECTRONICS FRANCE S.A.R.L.
98, Rue De La Belle Etoile, Z.I. Paris Nord II B.P.50016

F-95945, Roissy, Charles De Gaulle Cedex, France
Tel.: 01-48 63 89 89

ALPINE ELECTRONICS OF U.K., LTD.
13 Tanners Drive, Blakelands,

Milton keynes MK14  5BU, U.K.
Tel.: 01908-61 15 56

ALPINE ELECTRONICS DE ESPANÃ, S.A.
Portal De Gamarra 36, Pabollón 32

01013 Vitoria(Alava)-Apdo. 133, Spain
Tel.: 34-45-283588
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